ST 60 CUHADAROGLU

Aluminyum Sistemleri

Is1 Yalitimli Pencere ve Kap1 Sistemleri
Thermally Insulated Windows and Doors Systems

Teknik Ozellik Performans ve Referans
Performance and References

Hava Gegirgenligi Air Permeability Class 4 (EN1026, EN12207)

Su Gegirimsizlik Watertightness E750 (EN 1027, EN 12208)

Is1 Yalitimi Thermal Insulation

Is1 Gegirim Katsayis1 Grubu Frame material group 2.2 (ISO 210077'2)

Cergevelerin Is1 Gegirim Katsayis1 Grubu Thermal Transmittance Coefficients of the Frame Uf :2,1-3,3 Wm'K

Pencerenin Is1 Gegirim Katsayis1 Grubu Thermal Transmittance Coefficient of the Window UW: 3,1 W/m'K (with glas 2,8 W/m’K )

Is1 Bariyeri Thermal Break

Cam elyafi takviyeli polyemid Glass fibre reinforced polyemide 15 mm

Profil Genisligi Profile Depth

Kasa profilleri Frame profiles 60 mm

Kanat profilleri - Pencereler Vent profiles - Windows 67 mm

Kanat profilleri - Kapilar Vent profiles - Doors 60 mm

Acgilim Tipleri Opening Types

Pencereler : Menteseli tek kanat, Windows : Casement, Double vent, Tilt and turn,

¢ift kanat,¢ift eksen, Fransiz balkon French doors, Bottom-hung, Top-hung, Tilt and slide,

kapisi,vasistas,ters vasistas, ¢eksiir Slide-fold

(vasistas siirme), katlanir

Kapilar : Hemyiiz tek kanat, Doors : Rebated doors, Double-acting doors,
cift kanat,Panik Cikis Panic doors

Tiim teknik parametreler IFT-ROSENHEIM/Almanya test laboratuvarinda EN 14351-1 'e uygun olarak test edilmistir, Rapor no : IFT 101 33372/1
All technical parameters has been tested according to the EN 14351-1 in IFT-ROSENHEIM /Germany laboratory, Report number:IFT 101 33372/1
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CUHADAROGLU

Aliminyum Sistemleri

Teknik Ozellik

Hava Gegirgenligi

Is1 Yalitimi

Is1 Gegirim Katsayis1 Grubu
Cergevelerin Is1 Gegirim Katsayis1 Grubu
Pencerenin Is1 Gegirim Katsayis1 Grubu

Cam elyafi takviyeli polyemid
Profil Genisligi
Kasa profilleri

Kanat profilleri - Pencereler
Kanat profilleri - Kapilar

Acilim Tipleri
Pencereler : Tek kanat,

cift kanat, Fransiz balkon
kapisi, vasistas, ters vasistas

Kapilar : Hemyiiz tek kanat,
¢ift kanat,Panik Cikis

Is1 Yalitiml1 Pencere ve Kap1 Sistemleri
Thermally Insulated Windows and Doors Systems

Technical Property

- Air Permeability

Thermal Insulation

Frame material group
Thermal Transmittance Coefficients of the Frame
Thermal Transmittance Coefficient of the Window

Glass fibre reinforced polyemide

 Profile Depth
Frame profiles

Vent profiles - Windows
Vent profiles - Doors

Opening Types

Performans ve Referans
Performance and References

Class 4 (EN 1026, EN 12207)

15 mm

60 mm
62 mm
60 mm

Windows : Casement, Double vent, French doors,

Bottom-hung, Top-hung

Doors : Rebated doors, Double-acting doors,

Panic doors

Tiim teknik parametreler KAPEDAM/Tiirkiye test laboratuvarinda EN 14351-1 standardina uygun olarak test edilmistir. Rapor No: RDT2-328
All technical parameters has been tested according to the EN 14351-1 in KAPEDAM/Turkey testing laboratory Report Number : RDT2-328
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CUHADAROGLU

ATIUminyum Sistemleri

C

Recomended Regions According to the Outside Temperature

Dis Ortam Sicakhigina Gore Tavsiye Edilen Bolgeler
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